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	Company Name: 


	Project: 

	Work Activity/Task: Installation of temporary fencing
	This SWMS has been developed and 

Approved by: 

Position:                                                            Date: 


	Resources
Trades Involved:  Construction workers


Equipment Used: 


Maintenance checks; erected fence should be inspected regularly………………………………………………..


Materials Used: concrete blocks, galvanised fence panels


	Comply with the relevant State OH&S Act and OH&S Regulations.  

Comply with all relevant Codes of Practice and Guidelines that have been developed by the state authority applicable to the work being carried out.  
Where applicable comply with relevant manufacturers assembly requirements and recommendations for tasks being undertaken.


	Risk Score Calculator
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	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	1
	Lay out concrete blocks
	Back injury
	
	Use mechanical means to move blocks to closest possible point to area of use to minimise carrying distance
	Supervisor 

	
	
	
	
	Ensure that the path for carrying each block is clear of obstructions, then clear any obstructions prior to lifting the blocks
	Supervisor / worker

	
	
	
	
	Prior to any lifting, stretching exercise for 5 to 10 minutes will minimise risk of muscular injury
	Supervisor 

	
	
	
	
	It is essential that correct lifting techniques be used when lifting blocks a competent person shall demonstrate the lifting techniques to all workers.
	Supervisor 

	
	
	
	
	Where possible lift blocks from a comfortable height, not from the ground,
	Supervisor / worker

	
	
	
	
	Bend knees, firmly grasp the block with the back slightly curved slowly raise by straitening the legs, keep the load as close as possible to the body, never twist the back with a load, when lowering the block keep the back straight and lower by bending knees


	Worker 

	
	
	
	
	Using a tape measure when placing blocks may reduce the likelihood of having to move the block again
	Supervisor 


	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	2
	Install fence panels
	Manual handling injuries
	
	Use controls as described above for lifting blocks
	Supervisor / worker 

	
	
	
	
	2 persons to lift panels and put into place
	Supervisor / worker

	
	
	Fence falling
	
	Install braces / pegs progressively as the fence is being installed.
	Supervisor 

	
	
	
	
	Install any shade cloth, signage or other wind catches only after all necessary bracing is in place
	Supervisor 

	3
	Install bracing / pegs
	Inadequate braces / pegs used causing the fence to fall
	
	Ensure adequate braces / pegs are used to keep the fence from falling
	Supervisor 

	
	
	
	
	Avoid locating braces in the way of other workers who may remove bracing
	Supervisor 

	4
	Install trip protection
	Trips to pedestrians 
	
	Ensure that where there is a risk to pedestrians handrails are fitted to prevent tripping on blocks
	Supervisor 

	5
	General 
	Manual handling injuries
	
	Workers with pre existing back injuries should avoid this task
	Supervisor / worker


This SWMS has been developed through consultation with our employees and has been read & signed by All employees involved with this activity

	Name
	Signature
	Name
	Signature

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Personnel qualifications and experience required to complete the task:
	Specific training required to complete this task:
	Engineering Details/Certificates/WorkCover Approvals:

	
	Green card
	

	Construction workers with min 1 years experienced
	Site induction
	

	
	SWMS induction
	

	
	Tool box talk and demonstration on lifting heavy blocks
	





Likelihood / Consequence�
Risk Class�
�
The hazard has the potential to:


permanently disable or kill


cause major damage to the structure


have significant impact on the surrounding population and environment�
1�
�
The hazard has the potential to:


temporarily disable or seriously injure


cause minor damage to the structure


breach the site boundary and pollute local environment�
2�
�
The hazard has the potential to:


cause minor injury


be contained within the site boundary�
3�
�
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