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	Company Name: 


	Project:

	Work Activity/Task:  Painter
	This SWMS has been developed and 

Approved by: _____________________________

Position: __________________ Date: __ / __ / __


	Resources
Trades Involved:  Painter

Equipment Used: Ladders, paint brushes, rollers, sand paper


Maintenance checks: Daily

Materials Used:  Paint



	Comply with the relevant State OH&S Act and OH&S Regulations.  

Comply with all relevant Codes of Practice and Guidelines that have been developed by the state authority applicable to the work being carried out.  
Where applicable comply with relevant manufacturers assembly requirements and recommendations for tasks being undertaken.

	Risk Score Calculator
Consequence
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	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	1.
	Arrival at site
	Hit by other vehicles or on site plant.

Entry to unsafe areas.
	
	Report to site office for induction before entering or starting work on site.

Site and general induction of all employees.

Park in specified area and appropriately.

Risk assessment of job site and work areas including egress in buildings.


	

	2.
	Unloading of vehicle

Site entry & set up equipment
	Back and shoulder injuries

Slips, trips

Falls in open trenches

Injuries from trips, slips and falls

Hit by falling objects or hit by on site plant & equipment.

Electrocution from overhead wires when carrying or setting up ladders.

Slipping on wet areas.

Back injuries.
	
	Use team lifting techniques or mechanical means for manual handling.

Training all employees in manual handling.

Unload vehicles in an area clear of traffic, plant & equipment.

Unload vehicle in clear level area.

Determine clear access.  Clear egress to be maintained to job site.  Ensure trenches have been backfilled or barricading has been erected.

Training in the use of P.P.E equipment such as hardhats, fluro vest etc.

Check position of wires.

Training in manual handling and the set up of ladders.

Additional care taken in wet conditions or areas.

Training in manual handling.
	


	3.
	Sanding & Preparation
	Inhaling dust when sanding

Cuts, splinters

Slips, trips & falls

Electrocution from electric sanders
	
	Use P.P.E equipment such as dust masks when sanding.

Training in the use of P.P.E equipment.

Avoid sanding against the grain.  Use P.P.E equipment such as gloves if required.

Training in the set up & use of portable ladders.

Ensure work area is clear of equipment & waste building materials.  Ensure handrails, void & fall protection, are in place.

Training in the use & set up of extension leads.

Electrical test & tagging of all equipment.


	

	4.
	Paint Application

Internal


	Back or shoulder injury when lifting paint tins

Possible injury if lever slips

Inhale fumes, contaminate skin, eye damage from splashing paint.

Falls of ladders

Trips over materials when rolling

Skin damage or contamination
	
	Training in manual handling.

Team lifting when required.

Read material safety data sheets & manufactures recommendation prior to opening cans.

Read MSDS data sheets all ventilation requirements are to be checked.

Training in the use of P.P.E equipment when required.

Training in the use of portable ladders

Ensure work area is clear

Use P.P.E equipment such as protective clothing eg overalls or long sleeves.
	


	5.
	Paint Application

External


	Falls from ladders or scaffolds

Fit by falling materials

Falls from lower roofs

Hit by on site plant & equipment

Sunburn 
	1.

2.

1.

2.

3.


	Training in the use of portable ladders & working from heights.

Ensure when working under others, safety head protection is worn.  Ensure employees don’t either barricaded or warning signed areas.

Ensure safety guardrails are erected.

Use P.P.E equipment such as fluro vest.

Set up only in safe clear areas.

Use P.P.E equipment such as sun cream, hats & protective clothing
	


This SWMS has been developed through consultation with our employees and has been read & signed by all employees involved with this activity

	Name
	Signature
	Name
	Signature

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Personnel qualifications and experience required to complete the task:
	Specific training required to complete this task:
	Engineering Details/Certificates/WorkCover Approvals:

	
	
	

	
	
	

	
	
	

	
	
	





Likelihood / Consequence�
Risk Class�
�
The hazard has the potential to:


permanently disable or kill


cause major damage to the structure


have significant impact on the surrounding population and environment�
1�
�
The hazard has the potential to:


temporarily disable or seriously injure


cause minor damage to the structure


breach the site boundary and pollute local environment�
2�
�
The hazard has the potential to:


cause minor injury


be contained within the site boundary�
3�
�
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