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	Company Name: 


	Project:

	Work Activity/Task: Cutting & Machining
	This SWMS has been developed and 

Approved by: _____________________________

Position: __________________ Date: __ / __ / __


	Resources
Trades Involved:  Fixing Carpenters

Equipment Used: Drop saw, planer, hand power saw, sander, hand tools


Maintenance checks: Daily, weekly, monthly inspections & monthly (or as per state requirements) power tool inspections.


Materials Used:  Custom wood sheets, architraves & skirting mouldings



	Comply with the relevant State OH&S Act and OH&S Regulations.  

Comply with all relevant Codes of Practice and Guidelines that have been developed by the state authority applicable to the work being carried out.  
Where applicable comply with relevant manufacturers assembly requirements and recommendations for tasks being undertaken.
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	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	1.
	Handling, cutting, sanding & machining
	Back injury from lifting moulding packs.

Irritating to eyes from dust.

Skin irritation.

Burns from ignition of dust.

Respiratory damage.
	
	Separate moulding out of packs.  Team lifting when required.  Training and manual handling.

Training in the use of P.P.E equipment such as safety glasses or goggles.

Wear loose, comfortable clothing.  Long-sleeved shirts and trousers are recommended when cutting to prevent skin irritation.  Wash with mild soap & water.  Do not scratch or rub the skin if it becomes irritated.

Avoid a build-up of dust and keep storage and work areas well ventilated.  Avoid sparks and sources of ignition in all electrical equipment.

Hand power tools should be fitted with dust bags and used in well-ventilated areas.

Training in hazardous substances should be carried out with all employees.

Training in the use of P.P.E equipment.  A class P1 or P2 replaceable filter or disposable half face-piece respirator should be worn when cutting or machining.
	


This SWMS has been developed through consultation with our employees and has been read & signed by all employees involved with this activity
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	Personnel qualifications and experience required to complete the task:
	Specific training required to complete this task:
	Engineering Details/Certificates/WorkCover Approvals:

	
	
	

	
	
	

	
	
	

	
	
	





Likelihood / Consequence�
Risk Class�
�
The hazard has the potential to:


permanently disable or kill


cause major damage to the structure


have significant impact on the surrounding population and environment�
1�
�
The hazard has the potential to:


temporarily disable or seriously injure


cause minor damage to the structure


breach the site boundary and pollute local environment�
2�
�
The hazard has the potential to:


cause minor injury


be contained within the site boundary�
3�
�
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