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	Company Name: 


	Project: 

	Work Activity/Task: Formwork edge boards for slab on ground
	This SWMS has been developed and 

Approved by:
Position:                                                          Date: 


	Resources
Trades Involved: Building workers…………………………………………………….


Equipment Used: Power saw, electric drill, extension leads, sledge hammer hand tools


Maintenance checks: Daily visual inspection and monthly tagging of electrical equipment (or as per state requirements)

Materials Used: Steel pegs and formwork material (Timber and Ply)…………………………………………………



	Comply with the relevant State OH&S Act and OH&S Regulations.  

Comply with all relevant Codes of Practice and Guidelines that have been developed by the state authority applicable to the work being carried out.  
Where applicable comply with relevant manufacturers assembly requirements and recommendations for tasks being undertaken.
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	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	1
	Set up work area
	Electrocution 
	
	Ensure that all electrical equipment is visually inspected for damage and that a current test tag is attached to equipment prior to use
	Area supervisor / worker

	
	
	
	
	Ensure that electrical equipment is plugged into a power source that is protected by an ELCB
	

	
	
	
	
	Suspend all power leads and / or protect from damage or contact with water or wet surfaces
	

	
	
	Trips and falls
	
	Prepare the area for work by ensuring that no hazards are present, remove trip hazards and cover any holes as appropriate
	

	2
	Transport formwork material to location
	Manual handling injuries
	
	Uses mechanical means to transport material as close as possible to area of use to minimise carrying.
	

	
	
	
	
	Prior to carrying material ensure path to be travelled is clear of obstructions.
	

	
	
	
	
	When lifting material ensure correct lifting techniques are used ie; assess the lift, lift load as close to the body as possible using legs, do not twist with a load.
	

	
	
	
	
	Use a second person to assist with the lift wherever required.
	


	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	2
	Transport formwork continued
	Cuts and punctures from exposed nails
	
	Workers to be aware of the possibility of protruding nails, when found remove any protruding nails. When stripping formwork immediately remove nails to prevent future injury 
	

	3
	Cut formwork material with power saw
	Striking nails or fixings causing sparks and damaging saw
	
	Ensure that line to be cut is free of fixings
	

	
	
	Hazards associated with use of power saw
	
	Workers to be inducted into SWMS for use of power saw
	

	4
	Use sledge hammer to drive formwork pegs
	Striking fingers, hands or limbs with sledge hammer
	
	Competent use of sledgehammer. Tap gently until peg is free standing, use 2 hands on sledge hammer ensuring that hands and limbs are clear of the hammer
	

	5
	Fixing boards to pegs
	Striking hands or limbs with hammer
	
	Competent use of hammer.
	

	
	
	
	
	A second person may be used to hold a heavy hammer at the back of peg to make the nailing easier.
	

	
	
	
	
	
	


This SWMS has been developed through consultation with our employees and has been read & signed by All employees involved with this activity

	Name
	Signature
	Name
	Signature

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Personnel qualifications and experience required to complete the task:
	Specific training required to complete this task:
	Engineering Details/Certificates/WorkCover Approvals:

	Minimum 1 years building site experience
	Instruction / demonstration by competent person in how to use a power saw, after reading and understanding SWMS for use of power saw.
	

	
	This SWMS
	

	
	Green card 
	

	
	Site induction
	





Likelihood / Consequence�
Risk Class�
�
The hazard has the potential to:


permanently disable or kill


cause major damage to the structure


have significant impact on the surrounding population and environment�
1�
�
The hazard has the potential to:


temporarily disable or seriously injure


cause minor damage to the structure


breach the site boundary and pollute local environment�
2�
�
The hazard has the potential to:


cause minor injury


be contained within the site boundary�
3�
�
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