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	Company Name: 


	Project: 

	Work Activity/Task: Use Elevated work platform
	This SWMS has been developed and 

Approved by:  

Position:                                                            _ Date: 


	Resources
Trades Involved: EWP Operators……………………………………………………………………………………………………………………….


Equipment Used: Elevated work platform, Harness, Lanyard………………………………………………………………………………………………………


Maintenance checks: Daily log book inspection, 3 monthly mechanical service .


Materials Used: ………………………………………………………………………………………………………………………………………………………



	Comply with the relevant State OH&S Act and OH&S Regulations.  

Comply with all relevant Codes of Practice and Guidelines that have been developed by the state authority applicable to the work being carried out.  
Where applicable comply with relevant manufacturers assembly requirements and recommendations for tasks being undertaken.
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	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	1
	Set up
	Conditions of ground causing hazard for EWP
	
	Inspect work area of EWP for holes, trenches, soft ground, covered penetrations, access ways, overhead obstructions (including live power), other machines in the area or other persons in the area. 
	Area supervisor

	
	
	Accidents to others in the area
	
	Set up exclusion zone when using EWP near other workers or when workers or other persons are likely to be near the EWP
	Operator / area supervisor

	
	
	
	
	All workers in the area to wear high visibility clothing or vests
	Area supervisor

	
	
	
	
	Trained operators only to operate EWP
	Area supervisor

	
	
	
	
	Secure any load on EWP to prevent material from falling off, don’t stack smaller items above the kick board 
	Operator 

	
	
	
	
	Ensure that warning lights and beeper are in good working order
	Operator 

	
	
	EWP failure
	
	Daily inspection and log book report prior to use.
	Area supervisor / operator

	
	
	
	
	3 Monthly inspection of EWP to be logged in log book
	Area supervisor / operator


	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	2
	Use EWP
	Fall from heights
	
	Never stand on handrails of EWP
	Operator 

	
	
	
	
	Wear a harness when using boom type elevated work platforms
	Area supervisor / operator

	
	
	
	
	Never use a ladder or any other means to gain height whilst on EWP
	Area supervisor / operator

	
	
	
	
	Entering and exiting EWP to be at ground level only, no exiting from an elevated platform
	Area supervisor / operator

	
	
	Crush injury when elevating
	
	Keep hands and limbs clear of handrails while elevating near overhead obstacles.
	Operator 

	3
	Loading 
	Overloading 
	
	Always observe the SWL of the machine and never exceed limits specified
	Operator 

	
	
	
	
	Only tools and materials which can be safely handled by the EWP operators shall be transported.
	Area supervisor / operator

	
	
	
	
	An EWP shall not be used as a substitute for a forklift, crane or hoist
	Area supervisor / operator

	
	
	
	
	The top of any load shall not be more than 2 metres above the height of the platform floor
	Area supervisor / operator

	
	
	Hand rails failing 
	
	Loads are not to be carried on the handrails unless the hand rails are specifically designed for that purpose
	Area supervisor / operator


	Item
	Job Step

Break the job down into steps
	Potential Hazards

Identify the hazards associated with each step. Examine each to find possibilities that could lead to an accident or adverse environmental impact
	Risk Class
	Controls

Using the previous two columns as a guide, decide what actions are necessary to eliminate or minimise the hazards that could lead to an accident, injury or occupational illness or environmental impact
	Person Responsible

	4
	Rescue procedure
	Delayed rescue
	
	Prior to any work commencing on EWP a rescue procedure is to be implemented. 
	Area supervisor

	
	
	
	
	At least one person on the ground and all persons working on the elevated work platform are to be inducted into the procedure
	Area supervisor

	5
	General 
	Inclement weather
	
	High wind, rain or hail should be assessed when appropriate, EWP operations shall cease whenever climatic conditions cause further risk to operations.

A risk assessment shall be carried out to determine if it is safe to continue or if further controls are required to eliminate any risks associated with the inclement weather. 
	Area supervisor / operator

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


This SWMS has been developed through consultation with our employees and has been read & signed by All employees involved with this activity

	Name
	Signature
	Position/s

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	Personnel qualifications and experience required to complete the task:
	Specific training required to complete this task:
	Engineering Details/Certificates/WorkCover Approvals:

	Minimum 1 years experience in construction work
	EWP training by EWP association or;
	

	
	WorkCover certificate for use of EWP in excess of 11 metres
	

	
	EWP rescue procedure induction
	

	
	SWMS use of EWP induction
	





Likelihood / Consequence�
Risk Class�
�
The hazard has the potential to:


permanently disable or kill


cause major damage to the structure


have significant impact on the surrounding population and environment�
1�
�
The hazard has the potential to:


temporarily disable or seriously injure


cause minor damage to the structure


breach the site boundary and pollute local environment�
2�
�
The hazard has the potential to:


cause minor injury


be contained within the site boundary�
3�
�
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